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Kuzey Anadolu Fayı Pasif Sismik Deneyi (2005(2008) kapsamında fayın orta kesimine 39 adet üç bileşenli geniş bant sismometreden oluşan geçici bir sismik ağ kurulmuştur. Toplanan sismik veriler üzerinde şu ana kadar yapılan çalışmalar bölgenin kabuk ve manto yapısı ile ilgili yeni bulgular ortaya koymaktadır. Çevre gürültü analizlerinde üst kabukta faz hızlarının Kuzey Anadolu Fayı etrafında artığı, üst mantoda ise kuzeybatıdan güneydoğuya açık bir azalma olduğu gözlenmiştir. Alıcı fonksiyon analizleri çalışma sahasında kabuk kalınlığının yaklaşık 35(40 km civarında olduğunu  göstermektedir. Ayrıca üst kabuk yapısında Kuzey Anadolu Fayına bağlı keskin değişimler gözlenmektedir. Pn tomografi sonuçlarına göre Pn hızları Kırşehir Masifi altında yüksek (>8.1 km/s), Orta Anadolu Fay Kuşağının doğusunda ise düşüktür (<7.8 km/s). Kesme dalgası ayrımlanma analizi ise bölgede hızlı S dalgası polarizayonunun KD-GB doğrultusunda olduğunu ve anizotropi büyüklüklerinin 0.6 ( 1.5 saniye arasında değiştigini ortaya koymaktadır.
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North Anatolian Fault Passive Seismic Experiment (2005(2008) is a temporary deployment and consists of 39 three component broadband seismometers located across the central segment of the fault. Analysis of the collected seismic data show new findings related to the crust and mantle structure of the region. Ambient noise study indicates increasing phase velocities near North Anatolian Fault in the upper crust and clear regional decrease from northwest to southeast in the upper mantle. In the study area, receiver function analyses show a crustal thickness of approximately 35(40 km and sharp upper crustal variations correlating with North Anatolian Fault. According to Pn tomography results, Pn velocities are high (>8.1 km/s) beneath Kırşehir Massif and low (<7.8 km/s) east of the Central Anatolian Fault Zone. In the region, shear wave splitting analysis indicates NE-SW trending fast S wave polarizations with anisotropy magnitudes varying between 0.6 and 1.5 seconds.
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