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3 Eylül 2008 (02:22 UTC; ML= 5.2) depremi, Atatürk Barajı ve HES’nın göllenme havzası içerisinde olmuştur. Oluşan art sarsıntı dizisi içerisinde büyüklükleri ML= 4.6 ve ML= 4.0 olan iki adet büyük art sarsıntı gözlenmiştir. Barajın büyüklüğü, Bozova fayının baraja yakınlığı, depremlerin tetiklenmiş deprem olma olasılığı 3 Eyül 2008 depreminin ve art sarsıntılarının incelenmesinin önemini ortaya koymaktadır. Bu nedenle baraj bölgesinin önceki depremselliği, 3 Eylül 2008 depremi ve art sarsıntılarının mekanizma özellikleri ve Bozova Fayı’nın bu depremsellikle ilişkileri incelenmiştir. Sonuçlar Atatürk Barajı’nın tetiklenmiş depremsellik karakterini uzun süredir sürdürdüğünü, 3 Eylül 2008 depreminin barajın su yükündeki değişimler tarafından tetiklendiğini, Bozova Fayı ile ilişkili olmadığını göstermiştir. Baraj su seviyesinin radikal değişimlerinin süremesi durumunda orta büyüklükteki depremler de dahil olmak üzere depremsellik faaliyetini sürdüreceğini ortaya koymaktadır. Tetiklenmiş  mikro-deprem etkinliğinin izlenmesi için baraj sahasına sismik istasyonlar kurulması önerilir.
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3 September 2008 Atatürk Dam Earthquake:
Triggered Seismicity and Bozova Fault
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3 September 2008 (02:2 UTC, ML= 5.2) earthquake has occurred in the lake site of Atatürk Dam and Hydroelectric Power Plant. A series of aftershocks has followed the main-shock and two aftershocks with magnitude ML= 4.6 ve ML= 4.0 have occurred. The possibility of the earthquakes to be induced by dam, the size and the importance of Atatürk Dam and the proximity of the rock-fill body of the dam to Bozova Fault has motivated us to investigate the characteristics of 3 September 2008 earthquake and its aftershocks.  The recent seismicity of the dam region, the mechanisms of the main-shock and after-shocks and their relations to Bozova Fault have been studied.  The results show that the induced seismicity due to dam was active in the past, 3 September 2008 earthquake and its aftershocks are induced by a very big amount of water loss and this recent activity is not related to Bozova Fault. It is suggested that the continuation of radical level changes in water level may cause mid-size induced earthquakes in the future. It is advised that the dam site must be instrumented to monitor the induced micro-seismic activity. 
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